
Available in C41, E6 or Black/White format, in process widths
of 20 or 30 cm for roll film, cut sheet and roll production.
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Technical specification subject
to change without notice.

See additional the technical Data sheet:

COLENTA LABORTECHNIK
Ges.m.b.H. & Co. KG
Ratzinger Weg 9
D-94065 Waldkirchen
Tel.: +49-8581-2070
Fax: +49-8581-20734
E-mail: info@colenta.de
http://www.colenta.de

ACI-COLENTA
INTERNATIONAL Div.
Forge Close, Little End Rd,
Eaton Socon, Cambs. UK
Tel. +44-1480-211118
Fax:+44-1480-215236
E-mail: aci@patflaherty.com

Standard models include:
Colenta 20 E6-14 Eco
Colenta 30 E6-26 PRO
Colenta 20 C41-25 SST Eco
Colenta 20 C41-20 Eco
Colenta 30 C41 30 PRO

Film Processing systemsFilm Processing systemsFilm Processing systemsFilm Processing systemsFilm Processing systems

Microprocessor
controlled Display

Standard Features and accessories:
- Low Level monitoring of all Tank
  solutions.
- Precision replenishment control
- „Work in Progress“ monitoring
- Integrated Repl./Waste storage tanks

Rack Carrier Tray/Drip Tray
For safe easy handling of transport racks

Colenta 30 C41 30 SST
Colenta 30 C41 30-70 PRO
Colenta 20 SW-N Eco
Colenta 30 SW-N PRO

TRANSPORT SYSTEM:
(Colenta 30 SW-N PRO)

(Other models available on request.)


