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Colenta Imageling [

IMAGELINE Manual Processor TW 56 - 95
Available in both Offline and Online options
for a wide range of Platesetters

for Graphic Art Films and PE-Printing Plates (up to 0,3 mm)
PLATE - 125 cm/min at 20 sec dev time
= 175 cm/min at 20 sec dev time

Certified
Company

FILM

COLENTA IMAGELINE

TWIN Models:
IL 56 TW......... max. 56 cm
IL 68 TW......... max. 68 cm
IL 80 TW......... max. 80 cm
IL95 TW......... max. 95 cm

Microprocessor
controlled Display

FIX ACT STAB WASH

Rack settings, when
processing plates

Rack settings, when
processing films

Cross/Skip -Over elements:

Optional Accessories:

Film Mode:
DEV/FIX............ A
ACT/STAB......... B
Plate Mode:
DEV/FIX............ B

ACT/STAB......... A

Roll Waggon for Skip Over Rack Trays for TWIN-Processors, for easy maintenance / cleaning and
changing of Skip Over Racks

COLENTA LABORTECHNIK
Ges.m.b.H. & Co. KG
Neunkirchner Strasse 117
A-2700 Wiener Neustadt
Tel.: +43-2622-28311-0

Fax: +43-2622-28311-7
E-mail: office@colenta.at

http://www.colenta.at

see additional
Data sheet:
G2-4
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