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Colenta remain the leader in providing
processing solutions for the photographic
industry by designing and producing
machines for developing many different types
of silver halide media.

As a result of the increasing use of conventional
cameras and film, Colenta saw the need
in various labs to offer a reliable solution to dry
films which had traditionally been developed
manually or with the help of semi-automatic
spool type developing systems.

ProFilm DryMaster ProFilm DryMaster

The Colenta ProFilm DryMaster
provides an answer to this need and
benefits from Colenta’s existing design
and manufacturing knowledge of
providing fully automatic dry to dry film
processors!
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microprocessor
controlled Display

1) Fully automatic microprocessor controlled operation

2) Small footprint & compact design.

2) Total flexibility in terms of film formats:
135, 120, (attached to single leader)
and sheet film up to 8x10 “

3) Variable speed and drying temperature allowing the operator to dry all
commonly used colour and BW films at different, repeatable settings!

4) A stabiliser/wetting bath in is place in order to prepare the pre-washed film for
even and gentle drying. This bath is constantly circulated and replenished to
ensure stable drying results

5) An inbuilt air filter is in place to filter the air used for drying the film - this keeps
the film clean and dust free!

6) User friendly with ease of operation.

7) Sufficient production capacity/ by two track film loading of 135/120

8) Leader cards for safe film transport (for 135 & 120)

Design Features

Warm Air

Media entry

Media exit

Stabiliser/Wetting Bath

Dryer

Stabiliser/Wetting Bath
Dryer

Process overview:
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The Colenta ProFilm DryMaster
offers loading of two tracks of 135/120
film and sheet film up to 8x10 inch.

A Rack drip tray for for safe, clean
rack handling is provided.

Air knifes ensure
even and gentle

film drying results.

An air filter system for the dryer
protects the film from dust.

A 5” filter is in place
to ensure a clean

stabiliser tank prior
the drying!

Design features

2x10 Litres internal
replenishment/

waste containers
inlcluding level

control

The Colenta ProFilm DryMaster supports
a well proven, micro processor control
in order to ensure constant film drying
settings (temperature & speed).

A reliable chain
drive system to

ensure long-term
operation.
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max processing width 20cm / 8 inch
Film format: 135, 120 and sheet film up to 8x10
Processing speed: 12 to 35 cm/min
Temperature range: recommended range  35 to 50 C
Tank capacity: 4.5 litre
Electrical supply: 230 VAC 50/60 Hz
Total power consumpton: 2.6 KW

Technical Specifications:

Dimensions :

# All dimensions are in mm.

# We recommend a minimum
walking space around the
unit of min 50cm.


