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Technical Specification
D&D Roboline 9T

Universal C41 B/W E6
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The Colenta D&D RoboLine 9T Universal is a modular and configurable hanger-based
film processing system, designed by Colenta to match specific customer requirements.
Depending on the intended application, the machine can be factory configured for the
following operating concepts:

A) Universal Configuration for C41 & BW
In this configuration, the RoboLine 9T Universal is designed for C41 colour negative and
black & white film processing within one single machine.
The 9-tank wet section allows the operator to switch flexibly between both processes, while
shared wash and final rinse tanks ensure efficient use of space and resources.

Typical application:
· Photo labs with mixed daily C41 and B/W workloads
· Commercial and professional laboratories
· Labs requiring a reliable universal processor

B) E6 Colour Reversal Configuration
The RoboLine 9T Universal can be factory prepared for E6 colour reversal processing.
In this configuration, the wet section is arranged to support the extended and precise multi-
step E6 process, including strict temperature stability and controlled agitation.
All processing parameters are individually programmable per tank, allowing the system to
meet the demanding requirements of E6 film development.

Typical application:
· Professional slide film processing
· Fine art and archival laboratories
· Customers requiring stable and repeatable E6 results

C) BW Multi-Developer Configuration
For specialised black & white workflows, the RoboLine 9T Universal can be configured to
support multiple developers within the same machine. This allows labs to operate different
B/W developers in parallel, for example to process:
· Different film types
· Different contrast characteristics
· Customer-specific developer preferences
Each tank operates independently with programmable temperature, time, replenishment
and agitation, providing maximum flexibility without compromising process stability.

Typical application:
· Fine art and boutique labs
· Archival and scientific film processing
· Labs offering customised B/W development services

1) Introduction
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As a result of the increased use of analogue cameras and film, by both amateur and
profressional photographers and the resulting increase in the amount of film being required
to process daily, Colenta saw the opportunity to design a new film processing system
using our robotic technology that allows it to be used to develop C41 B/W E6 film -
providing a flexible, state of the art and cost effective universal film processor

The concept of the D&D RoboLine 9T Universal Film processor system is to allow a
customer to freely organise his film processing demands for C41 B/W E6

The unit supports a 9 Tank design - 7 chemical tanks & 2 Wash tanks.

Operation mode A: C41 & BW processing in one unit
Operation mode B: E6 reversal film processing
Operation mode C: BW Multi-Developer processing

All the required different processing parameters for C41 B/W E6
are factory pre-set and programmable via the graphic user
interface subject to the chemicals and film in use.

for each individual tank, the software allows to programme:
- a specific  temperature
- a specific timing
- a specific replenishment rate
- air/nitrogen agitation

A totally open and  flexible architecture - providing Photo Lab‘s
with total  flexibility to cover their film processing demands

COLENTA LABORTECHNIK
Ges.m.b.H. & Co. KG
Neunkirchner Strasse 117
A-2700 Wiener Neustadt
Tel.: +43-2622-28311-0
Fax: +43-2622-28311-7
E-mail: office@colenta.at
www.colenta.at

D&D RoboLine 9Tank Universal.

mailto:office@colenta.at
http://www.colenta.at
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This New Generation of Colenta’s Photo Film Processor range incorporates all the
skills, experience and knowledge of Colenta’s 60+ years in designing and manufacturing
developing systems for photosensitive emulsions.

State of the Art technologies meets 60 year of film processing experience!

Processing applications : C41 B/W E6 film in roll & sheet format
Film transport via hanger : for 35mm and 120/220 film

or sheet format 4x5“ and 8x10“

Capacity C41 @ 3min15s Dev Time : 8 hanger assemblies per hour
Capacity B/W @ 4min Dev Time : 7 hanger assemblies per hour
Capacity E6 @ 6min Dev Time : 6 hanger assemblies per hour

(1)

(3)

(1) Wet-Section 9Tank design
(2) Loading section Hanger loading/buffer facility
(3) Robotic-System X/Z linear transport system
(4) Graphic User-Interface a 24” monitor to control and dispaly all parameters
(5) Dryer-Section a warm air dryer cabinet for gentle and even film drying
(6) Film-Exit a chain drive system delivers the processed and dryed

film hangers
(7) Nitrogen N-supply for Dev tanks according the operation mode
(8) Waste min 2 x 20 Waste tanks for chemical overflow collection

(incl high level alarm)

(3)

(5)

The main sections of the D&D RoboLine 9T Universal are defined as following:

(2)

(4)

(6)

(5)

(7)

(8)
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1.1) Wet-Section:
The Wet-Section includes 9 Tanks (7 chemical tanks and 2 wash tanks) - each tank has a
volume of 24 litres. All tanks are safely positioned within a metal frame. All required
components, such as pumps, heaters, solenoids and filters (!) are easy accessible for
service or maintenance.

Consistent and stable film development results are being generated there!

7 processing tanks / 2 wash tanks 7 tanks for process chemicals including
# circulation, heating and cooling*
# temperature probe
# auto replenishment
# air / nitrogen agitation
# filtration
# automatic covers
# over flow & drain
# low level switches for all tanks

2 wash tanks supporting
# circulation
# fresh water supply (when film in tank)
# over flow & drain
# low & high level monitoring

Each processing tank supports a heating element (flow heater with NO direct contact with
chemicals!) and a cooling coil - this to ensure stable processing temperatures at all times!
Temperature probes are positioned to monitor and to “report constantly” the measured
temperatures to the main controller.

Final tank configuration is subject to the operation mode!
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1.2) Universal Configuration for C41 & BW

The last 2 tanks (Wash2 and Finial Rinse) are shared for both C41 and B/W !
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The below descriped processing sequence confirms the use of the 9 Tank Wet section for
developing C41 and B/W - all in one unit!
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1.3) Wet-Section / E6 Processing Sequence
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1.4) Wet-Section / Multi-Developer BW processing sequence

For E6 colour reversal film processing, the RoboLine 9T Universal is factory-prepared to configure the
7 chemical tanks and 2 wash tanks according to the E6 processing sequence shown below

E6 configuration is prepared and commissioned by Colenta according to customer requirements.

For black & white film processing with multiple developers, the D&D RoboLine 9T Universal is factory-
prepared to allow the use of 4 independent developer tanks within one single machine. In this configuration,
the 7 chemical tanks and wash tanks are assigned according to the B/W multi-developer processing
sequence shown below, allowing different black & white development workflows to be avalaible.

Each developer tank operates independently and can be programmed individually via the graphic user
interface. Other, specifc configurations / sequences are available on request.
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1.5) Wet-Section / cover lids

lids in open position for C41 lids in closed position for BW
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The D&D RoboLine is designed to transport film via hangers from tank to tank, ensuring
gentle handling and precise process control. Depending on the selected configuration
mode – C41 and BW, E6, or BW Multi-Developer – the system supports automatic
opening and closing top covers for specific tanks.

These automatically controlled lids are used to isolate selected process tanks, effectively
preventing chemical contamination from film hangers passing above adjacent tanks and
ensuring stable and repeatable processing results.

In addition, the cover lids are equipped with a special absorbent lining, designed to collect
and absorb chemical droplets from the film hangers during transport. This prevents
chemicals from dripping back into adjacent tanks or onto machine components, reducing
contamination and keeping the wet section clean.
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A modern and state of the Art X/Z robotic system is positioned above the wet-section to
ensure precise, reliable and smooth film hanger transport following the processing
sequence, bringing the film hanger assembly from the loading section into each of the
chemical / wash tanks and dryer.

2) Robotic-System

X/Z robotic system

The motion control of the robotic system is totally under the control of the main computer of
the RoboLine - all movements are constantly monitored.

9 tank wet section

3) Electrics & Electronics
The RoboLine 9T Universal uses modern, state-of-
the-art electrical and electronic components, housed
in a well-structured control cabinet. All system func-
tions are continuously monitored, ensuring reliable
operation, precise process control and easy service
access.

The electrical system is designed in accordance with
current industrial standards and supports stable,
long-term operation in demanding laboratory envi-
ronments. Modular system architecture and clearly
labelled components ensure efficient troubleshoot-
ing, fast service intervention and future expandability.
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Once the films are positioned onto the hangers, the robotic system then systematically
transfers them through a programmed sequence of development stages to produce
consistent high quality developed image production with the minimum of operator
involvement

4) Film-Hanger:
Film hanger assemblies are in use to hold the film(s) - safely and easy, the operator
attaches the films accordingly. Hanger assemblies are available for roll film and sheet film
formats.

35mm roll film
(5 tracks up to
36 exp per rack)

sheet film
hanger for 3
pcs of 4x5”
sheet film

sheet film
hanger for 1
pcs of 8x10”
sheet film

120 film format
(3 tracks per
hanger)

hanger loading section

hanger exit section
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A modern, easy-to-use and self-explanatory graphic user interface (GUI) forms the
basis of system operation.A 24” monitor allows the operator to program, monitor and
control all functions of the processor.All calculations and system control are handled by
an integrated industrial computer

# monitoring of all processing steps

# selection and definition of operation modes

# setting processing parameters such as time,
temperature and replenishments

# displaying alarm and status messages

# monitoring the X/Z robotic transport system

5) User-Interface

6) Dryer-Section
After the wet process, the film hangers are automatically transferred into the drying cabinet.
A gentle, controlled warm air flow ensures reliable and even film drying. An operator alarm
is activated once the films are ready to be removed.

GUI
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7) Dark room-Setup
A typical dark room setup / install of a D&D RoboLine 9T Universal processor may look
as following:

regular light

darkroom
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8) Utilities required for operation

(1) electrical supply (230/400 VAC plus N plus PE) - 8kW

(2) Water supply 25°C, 2-6 bar  for film washing

(3) Water supply 8-15°C, 2-6 bar for cooling*

(4) Water drain D40mm

(5) Pressurised air supply (a suitable compressor is supplied with the unit)

(6) Nitrogen (7) processor exhaust (D100mm)

(8) LAN connection (Ethernet) for system communication, remote support and
software updates

*...For low developer temperature BW film processing a chiller unit
(optional) is recommended

Subject to the installation and local conditions, wall panels might be required
best to be optained locally.
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9) Standard Accssories (supplied with the machine)

 # film hanger assemblies:
- 135 film (5 tracks) - 8 of each
- 120 film (3 tracks) - 3 of each
- sheet film 4x5“ (3 per assembly) - 1 of each
- sheet film 8x10“ (1 per assembly) - 1 of each

4x5 “135 format 120 format 8x10 “

other type of film hanger
are avalaible on request

# air compressor

# Ethernet connection for software care / maintenance.

# External 20 litre chemical
waste container incl high
level monitoring (min 2 units)

# External 30 litre replenishment
container incl low
level monitoring (7x units)

# Spare absorbing lining for cover lids

# Spare flter catridges
for chemical tanks
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UPS Battery power supply back up system - in case of an external
power supply failure the battery provides enough energy to finish
developing the films within the machine!

External chiller unit - especially
recommend for long cycle / low
developer temperature on BW
processing!

Water Supply Panel assy
(see add. documentation)

10) Optional Accssories

External 5 litre replenishment
container incl low
level monitoring (7x units)

other type of film hanger are avalaible on request
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NOTES:


