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LEAD GLASS WINDOWS:
Made from special lead glasses, with high transparency specifications, granting homogeneous shielding
for the whole surface of the glass.
Each window is complete with shielded frame and counterframe (extruded aluminium).
Frame size is depending on the thickness of the wall (drawing: C - mandatory to be indicated!)

              LEAD SHIELDED WINDOWS

Standard dimensions of lead glass windows: Standard Lead equivalents:

2 mm Pb, 3 mm Pb, 5 mm Pb

       Other‘s on request!

24 x 30 cm Pb 2 mm
30 x 40 cm Pb 2 mm
40 x 50 cm Pb 2 mm
40 x 60 cm Pb 2 mm
50 x 60 cm Pb 2 mm
50 x 100 cm Pb 2 mm Pb 3 mm
60 x 80 cm Pb 2 mm Pb 3 mm
60 x 100 cm Pb 2 mm Pb 3 mm
80 x 80 cm Pb 2 mm Pb 3 mm
80 x 100 cm Pb 2 mm Pb 3 mm Pb 5 mm
80 x 120 cm Pb 2 mm Pb 3 mm Pb 5 mm
80 x 140 cm Pb 2 mm Pb 3 mm

LEAD GLASS

With the same specifications, measurements and lead equivalents as above can of course be ordered
separately as well (without frames)!

Special sizes - not listed above - on request!
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MOUNTING INSTRUCTIONS:
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